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Additional information on pages 11 to 17

Directions
 - Conseils Placement: install in a dim area to avoid

 -  For wall mounting: between and 2.20 metres from 
ground level.

 -  Servicing: replace the lamp annually and the glue 
boards every 2 months*.

 -  Pests: flies, mosquitoes, midges, wasps, horseflies, 
etc. 
 
* If operating 24/7. 
Average lifespan of a lamp: 9000 hours 

Optional
 -  Customised designs with a minimum order of 57 
units. 

 - All in inox. 

 - White glue boards.
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Professional quality and totally discreet, outdoors as well as indoors: houses, 
apartments, garden patios, balconies, mobile homes, camping trailers, etc… 
IGLU is odourless and silent.
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Code Model Output Power supply Consumption Application 
surface area

Electrocution 
grid voltage

Weight Dimensions
L x H x W

Protection 
rating

Standard lamp/
tube reference

Glue board 
reference

IGLUJN IGLU yellow 1x20W (E14) 220V / 50Hz 20W max 50m² 1,2kg 20x30x7,5cm IP20 L20WE14A PL160x195CN1

IGLUNN IGLU black 1x20W (E14) 220V / 50Hz 20W max 50m² 1,2kg 20x30x7,5cm IP20 L20WE14A PL160x195CN1

IGLUBN IGLU blue 1x20W (E14) 220V / 50Hz 20W max 50m² 1,2kg 20x30x7,5cm IP20 L20WE14A PL160x195CN1

IGLUVN IGLU green 1x20W (E14) 220V / 50Hz 20W max 50m² 1,2kg 20x30x7,5cm IP20 L20WE14A PL160x195CN1

IGLUCN IGLU white 1x20W (E14) 220V / 50Hz 20W max 50m² 1,2kg 20x30x7,5cm IP20 L20WE14A PL160x195CN1

IGLURN IGLU red 1x20W (E14) 220V / 50Hz 20W max 50m2 1,2kg 20x30x7,5cm IP20 L20WE14A PL160x195CN1


